
MCM-100

Condenser Mic. w/Chime
Power Input : DC 12~24V
Built-in Mixer & Volume
-42dB, 60Hz - 16kHz
14in Goose Neck

MSM-200

Condenser Microphone
Power Input : AAx4 or DC 12V
-42dB, 60Hz - 16kHz
14in Goose Neck

Volume Control� � � �� �� � � � 	 
� � �  � � � � 
 �MS-551/15

8Ω/15W Volume Control
Stainless Steel Panel
Europe Type & Flush Mount

MS-550P Series

ABS Plastic Panel
Europe Type & Flush Mount
5W / 30W / 60W

MS-550 Series

Stainless Steel Panel
Europe Type & Flush Mount
5W / 30W / 60W

MS-600 Series

Stainless Steel Panel
US Type & Flush Mount
30W / 60W

Microphone Mixer

MPX-301

3 Channel Microphone Mixer
Stainless Steel Panel
3 Dynamic Mic. Input

Solder Free AV Connection Boards

MCN-001 (VGA Female + 6.3mm Stereo + AV)
MCN-002 (VGA Male + 6.3mm Stereo + AV)
MCN-006 (VGA Female + 3.5mm Stereo + AV)
MCN-007 (VGA Male + 3.5mm Stereo + AV)

Desktop Microphone

� � � � � � � � � � � � � � � � � � �� � � � � � � � � � � � � � � � � � �
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