POWER SUPPLY

Metal Case Switching Mode Power Supply “

Features

« Universal AC Input (AC100~240V)

« Single Regulated DC Output

» High Efficiency, Long Life & High Reliability

« Protection : Over Load, Short Circuit and Over Temperature
« DC Output Voltage Adjustment (+/- 10%)

MSP25 Series MSP50 Series

Specification ‘ MSP25-12 ‘ MSP25-24 Specification MSP50-12 ‘ MSP50-24
Input AC100~240V, 50/60Hz Input AC100~240V, 50/60Hz
Output DCI2V/2.1A | DC24V/1.1A Output DCI2V/42A | DC24v/2.1A
Power 25W Power 50W

Dimensions 80(120)W x 103H x 42D mm Dimensions 100(121)W x 103H x 42D mm

MSP100 / MSP150 / MSP200 Series

Specification MSP100-12 MSP100-24 MSP150-12 MSP150-24 MSP200-12 MSP200-24

Input AC100~240V, 50/60Hz
Output DCI2V/8.5A | DC24V/42A | DCI12V/125A | DC24v/62A | DC12V/165A | DC24V/8.3A
Power 100W 150W 200W
Dimensions 118(136)W x 150H x 47D mm

MSP350 Series

Specification MSP350-12 MSP350-24
Input AC100~240V, 50/60Hz
Output DCI2V/29A | DC24V/14.6A
Power 350W

Dimensions 118(138)W x 202H x 52D mm
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