
30W Dual Output
Metal Housing

Speci�cation MHP30-12T MSP-123T PHM-125T MSP-125T

Input AC100~240V, 50/60Hz

Output 1

(Regulated for Access Control)
DC12V/1A

DC13.8V / 5A

DC12V/2.5A

Output 2

(Regulated for E.Lock)
DC12V/1.5A DC12V/2.5A DC12V/2.5A

Battery Charger - - DC13.8V / 0.5A(max) DC 14.5V/0.25A

Timer 0~20 sec 0~30 sec

Dimensions (mm) 128W x 50H x 71D 155W x 100H x 85D 123W x 95L x 50H 250W x 250H x 76D

70W Dual Output
Metal Enclosure
with Battery Charger

Speci�cation MT-122 MT-123 MT-125

Input AC230V, 50/60Hz

Output 1
(Regulated for Access Control)

DC12V/0.5A

Output 2
(For E.Lock)

DC12V/1A(Fail Safe)

DC12V/2A(Fail Secure)
Selectable DC 8V/10V/13V, 2A

Timer 0~20 sec 0~30sec

Dimensions 166W x 100H x 67D mm 106W x 70H x 145D mm 185W x 240H x 80D mm

E-Lock Power Supply - Switching Mode

30W Dual Output
Plastic Housing

MHP30-12T MSP-123T

MSP-125T

E-Lock Power Supply - Linear Mode

MT-123 MT-125MT-122
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2014 Catalogue/Power Supply 

PHM-125T

76W Output
Din-Rail Case
Battery Charger
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