
Split Series

Power AC/DC 12V
RS-485 Communications
99 PIN Codes
2 Programmable Relay (at Control)
Door Monitoring Function
Alarm Signal Output

� � � � � � � � MKC-1000

MKP-2310 MKP-2320

with Bell Button

MKP-2130

De!ly Dimension 
for Narrow Jamb

MKP-2220

with Bell ButtonKeypad Control 

MKP-2210

Vandal Resist Digital Keypad

Power Source : AC/DC 12V
Water-Proof (IP54)
Stainless Steel Case with Key Lock
Surface Mount Type
99 PIN Codes (4~8 Digit)
2 Programmable Relay
Door Monitoring Function
Alarm Signal Output
Dimension :
128W x 167H x 112D mm

MKP-5010

Power Source : DC 12V
Stainless Steel Case and Zinc Button
Slim Size Surface Mount
99 PIN Codes (4~8 Digit)
Programmable Lock Output (NO/NC)
Dimension :
76W x 110H x 18D mm

MKP-1110

Accessories

Dimension
MDP-SS01 : 140W x 150H x 80D mm
MDP-SS11 : 140W x 150H x 110D mm

MDP-SS01/MDP-SS11

Stainless Steel Sunshield

Dimension : 150W x 150H x 70D mm

MKP-1310/RS

Plastic Rain Shield

Flexible Cable Tube
length : 400~2000mm
ϕ7.8/ϕ12.5/ϕ15.7mm Hole

Fix Holder

CP-07 ϕ7.8mm

CP-12 ϕ12mm

End Holder

EH-07 ϕ7.8mm

EH-12 ϕ12mm

Euro-Type Stainless Steel Surface Box

MBX-K01/SS 87W x 87H x 38D mm

MBX-K02/SS 87W x 87H x 50D mm
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Back-light Key

2014 Catalogue/Access Control 
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Power Source : AC/DC 12V
Water-Proof (IP54)
Stainless Steel Case and Zinc Button
Surface Mount Type
99 PIN Codes (4~8 Digit)
2 Programmable Relay
Door Monitoring Function
Alarm Signal Output
Dimension :
106W x 126H x 35(60)D mm

MKP-1101

Back-light Key


