TEC PUBLIC ADDRESS SYSTEM
v

m 3 Inputs ( Mic. / CD / MP3 Selectable )

m 6 Outputs ( 3 Mic. Out & 3 Aux Out )

m Mic. Input Selector ( Dynamic / Condenser )
= Monitoring Function & Volume Control

m Dimensions : 97W x 40H x 116Dmm

= Power Source : DC 12V

Features ~ SPECIFICATIONS -

u Microphone & Aux Input Model No. - MPX-401 - MPX-801

m Priority Function For Emergency e 2 KQ, 1.5mV ( 6.3mm Phone Jack)

m Separate Bass & Treble Control et 10KQ, 100mV ( 6.3mm Phone Jack )
Line Output 10 KQ, 1V ( RCA Jack )
Mic. Output 2 KQ, 10mV ( RCA Jack )
Pow er Source DC 12V AC230V or DC 24V
Dimensions (W/H/D) 160 x 46 x 158mm 310 x 50 x 185mm
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MPX-801 8ch Pre-Amplifier

MPS-1601 MPS-801

m 16 Zone Speaker Outputs m 8 Zone Speaker Outputs
m All / Groups / Zone Selection m All / Zone Selection
m Built-in Monitor Speaker m Built-in Monitor Speaker
m Dimensions : 482W x 52H x 325Dmm m Dimensions : 310W x 52H x 175Dmm
SPECIFICATIONS -
Model No. MPS-1602
Inputs | 2
MPS-1602 Aux Input | 10KQ, 100mV ( 6.3mm Phone Jack )
m 16 Zone Speaker Outputs Zone Outputs _ 1~ 16 Zone, All
m All / Groups / Zone Selection Group Outputs _ 1~8,9~16 (2 Groups )
m Remote Function For All Selection Pow er Source | DC 24V
= Built-in Monitor Speaker With Volume Dimensions (W/H/D) 482 x 52 x 325mm
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